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Polished Rectangles

For window sizes not listed, please request.

For Broad Band, Narrow Band (Anti-Reflective) and
Single Wavelength (Filter) Coatings, see Page 13.

Wedged  windows are available with one surface angled.
Please request with angle size (e.g. 1.50, 30').

(Prices are for single windows - not pairs)

Transmission Windows

Drilled (P-E) - Holes are 29mm apart center-to-center.
Drilled (Wilks) - Holes are 30.25mm apart center-to-center.

NaCl
Cat. No.

Price / each  (1-9)
(10 and over)

KCl
Cat. No.

Price / each  (1-9)
(10 and over)

KBr
Cat. No.

Price / each  (1-9)
(10 and over)

CaF2
Cat. No.

Price / each

BaF2
Cat. No.

Price / each

CsI
Cat. No.

Price / each

KRS-5
Cat. No.

Price / each

ZnS
Cat. No.

Price / each

Size (mm)
(Length x Width x

Thickness)

25 x 12 x 2 29 x 14 x 4 29 x 14 x 4 38 x 19 x 4 38 x 19 x 4 38 x 19 x 4 41 x 23 x 6 41 x 23 x 6
Drilled Drilled (P-E) Drilled (Wilks) Drilled
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603A01 603A02 603A02D 603A03 603A03DPE 603A03DW 603A04 603A04D
$21.00 $21.00 $25.00 $25.00 $29.00 $29.00 $34.00 $38.00

– – – 24.00 28.00 28.00 – –

603B01 603B02 603B02D 603B03 603B03DPE 603B03DW 603B04 603B04D
29.00 25.00 29.00 29.00 33.00 33.00 39.00 43.00

– – – 28.00 32.00 32.00 – –

603C01 603C02 603C02D 603C03 603C03DPE 603C03DW 603C04 603C04D
29.00 31.00 35.00 32.00 36.00 36.00 56.00 60.00

– – – 30.00 34.00 34.00 – –

603D01 603D02 603D02D 603D03 603D03DPE 603D03DW 603D04 603D04D
49.00 65.00 77.00 78.00 97.00 97.00 103.00 121.00

603E01 603E02 603E02D 603E03 603E03DPE 603E03DW 603E04 603E04D
63.00 93.00 105.00 120.00 138.00 138.00 199.00 218.00

– – – 603F03 603F03DPE 603F03DW – –
– – – 206.00 218.00 218.00 – –

603J01 603J02 603J02D 603J03 603J03DPE 603J03DW – –
139.00 205.00 215.00 295.00 305.00 305.00 – –

603K01 603K02* 603K02D* 603K03* 603K03DPE* 603K03DW* 603K04+ 603K04D+

154.00 134.00 149.00 180.00 195.00 195.00 290.00 305.00

                                         *Windows are 2mm thick.                                       +Windows are 3mm thick.
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Broad Band Coatings
Coatings are effective in the range of 2-14µ (5000-715 cm-1) or the limit of the optic material.

Optical Coatings
To enhance transmission levels of high refractive index (reflective)
materials and single wavelength (filter) materials, special coatings can be
applied and chemically-bonded to optic material surfaces.

For Broad Band and Narrow Band coated optics, an outer thin sheath of
the optic  material is further chemically-bonded over the coating in order to
protect the coating from sample/solvent contact.

For Single Wavelength (Filter) coated optics, an outer sheath of the optic
material is not applied as the optic is positioned away from the sample/
solvent environment.

Broad Band and Narrow Band Coatings are applicable to Transmission
Windows (Pages 4-9); Internal Reflection Plates and Rods (Pages 10-11);
Prisms, Hemispheres, Hemicylinders (Page 11); Lenses (Page 12) for
optical materials listed below.

Cat. No.  Add “-ARB” to Cat. No. of Optic (e.g. 602L08-ARB is
ZnSe Disc - 25mm x 2mm with Anti-Reflective Broad Band
Coating).
Please request price.

Single Wavelength (Filter) Coatings
Coatings are effective at the desired wavelength (or wavenumber) required by the user.

The wavelength (or wavenumber) determines the optic material used.
Single Wavelength (Filter) Coatings are applicable to Transmission Windows (Pages 4-9) and Lenses (Page 12).

Narrow Band Coatings
                                                                                                                                                                                                                                                                

Coatings are effective in the desired range required by the user or the limit of the optic material.
Narrow Band Coatings are available for NaCl, KCl, KBr, CaF2, BaF2, CsI, SiO2, and Al2O3 in addition to the materials listed in the above table.

Cat. No.  Add “-ARN/Wavelength or Wavenumber Range” to
Cat. No. of Optic (e.g. 602J03-ARN/20-40µ or 602J03-ARN/500-
250/cm is KRS-5 Disc - 13mm x 2mm with Anti-Reflective
Narrow Band Coating for range of 20-40µ or 500-250cm-1).
Please request price.

Cat. No. 609-###X##-SW/Wavelength or Wavenumber
where ###X## is Cat. No. of Optic and “X” is material chosen
for specific wavelength (or wavenumber) (e.g. 609-602X08-
SW/23µ or 609-602X08-SW/435/cm is coated single
wavelength (filter) 25mm x 2mm polished disc for 23µ or 435 cm -1 and 609-608X03PCX-SW/13µ or 609-
608X03PCX-SW/770/cm is coated single wavelength (filter) 25mm diameter x 25mm focal length plano-convex
lens for 13µ or 770 cm-1).
Please request price.

Materials for Broad Band and Narrow Band Coatings
Material Approx. %T (Uncoated) Approx. %T (Coated)

ZnSe 70 95
ZnS 70 95
Ge 40 95
Si 50 95

KRS-5 70 95
CdTe 70 95
Amtir 70 95




